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1 INTRODUCTION 

The Odour Unit Pty Ltd (TOU) was commissioned by Veolia (Australia) Pty Ltd 

(Veolia), formerly Veolia Environmental Services (Australia) Pty Ltd, to undertake the 

twenty-fifth (XXV) Odour Audit at the Clyde Transfer Terminal (the Site) on 29 May 

2015.  This Odour Audit visit was undertaken by a TOU Senior Engineer Consultant, 

and is the fifteenth (15th) to be carried out since the commissioning of the new forced 

air extraction system within the transfer building.  Odour Audit XXV covers the 6-

month period from 20 November 2014 to 4 June 2015.  

The Odour Audit requirements of the Conditions of Consent – 48(f) are outlined below: 

 

48. The Odour Management Plan must address, but is not necessarily limited to, the 

following issues: 

 

(f) An odour audit program which provides for a comprehensive odour audit of the 

premises and nearby commercial and residential areas, by an independent, 

appropriately qualified and experienced person, to be conducted 3-monthly for the 

initial 24 months of receiving un-containerised waste at the terminal, 3-monthly for the 

12 months following commissioning the odour control system subject to MOD-133-11-

2006, and 6-monthly thereafter, unless otherwise approved in writing by the Director-

General. 

As with previous Audits, Odour Audit XXV focused on issues relating to general 

housekeeping, fugitive odour emissions from the transfer building, ground level odour 

impacts, meteorological monitoring, complaints handling and actions on past Odour 

Audit recommendations.  The audit approach included:  

 A general inspection and smoke testing of the transfer building;  

 Inspection of the container packing area and site access roads;  

 Inspection of the complaint register;  

 Review of the site meteorological data log and equipment maintenance/ 

calibration; and  

 An off-site downwind Field Ambient Odour Assessment (FAOA) survey.  

At the time of this Odour Audit calm (< 1 m/s) wind conditions prevailed and no 

definite wind direction could be established by the assessor during the Odour Audit 

visit. 
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2 ODOUR AUDIT FINDINGS 

2.1 ASSESSMENT OF GENERAL HOUSEKEEPING 

2.1.1 Transfer Terminal Building 

During the Odour Audit visit on 29 May 2015, there was approximately 300-400 

tonnes of waste on the floor, according to the Site personnel.  A photo of the waste on 

the floor as found during the Odour Audit visit is shown in Photo 2.1.  This tonnage is 

considered to be within the normal operational range of the Transfer Terminal Building 

(TTB).  The TTB floor area not covered by waste material was observed to be 

reasonably clean, with little evidence of leachate or aged material.  General 

housekeeping procedures of the TTB were good, as observed during several truck-

unloading sequences.  It was also observed that the site’s front-end loaders cleared 

the floor area of waste on a regular basis, minimising the exposed area of waste.  

As with previous audits, and consistent with TOU’s experience at other waste transfer 

stations, there was a weak to distinct level of odour observed within the TTB.   

 

Photo 2.1 – Waste on-floor as found on 29 May 2015 

2.1.2 Container Packing Area and Site Roadways 

The container packing area and site roadways were clean and well managed with no 

evidence of waste or exposed leachate.  Similarly to previous Odour Audits, the 

container compacting/train packing area had a weak to distinct odour that was 

intermittently detectable but was confined to this area only (see Appendix C for Field 
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Ambient Odour Assessment Survey results).  Both compactors were operating at the 

time of the Odour Audit visit.  The general house-keeping around this area was 

observed to be of high quality, with no evidence to suggest otherwise.  As with 

previous Odour Audits, the containers are cleaned off-site at Veolia’s Woodlawn 

Bioreactor Facility before being returned to the Site.  The weight of each container is 

monitored to determine if there is any waste that has not been removed completely 

from each container, which in turn reduces the likelihood of the containers contributing 

to the Site’s odour levels.  

As per the Odour Management Procedures at the Site, following the compaction of 

waste, all filled containers are completed sealed and remain so whilst at the Site.  All 

containers used are required to be in good condition and unused/returned containers 

adequately clean.  Provided this practice is sustained at the Site, the Odour Audit has 

determined that this area continues to remain a minor contributor to odour emissions 

from the Site. 

2.1.3 Odour Extraction System Maintenance 

Service documentation was provided and inspected for the maintenance of the odour 

extraction system (refer Appendix A).  Service logs were provided for the period 

between 20 November 2014 and 4 June 2015.  Each service log provided showed that 

the required maintenance was taking place and the odour extraction system overall 

was operating well.  The service logs during this period noted that all required 

maintenance works such as checking the fan belts and unit operations, greasing 

bearings, and other routine preventative maintenance were being adequately 

undertaken.  No significant issues with the fan extraction system was found. 

2.1.4 Odour Management Procedures 

The Odour Management Procedures (formerly known as the Odour Minimising 

Procedures) continue to be regularly reviewed at Tool Box meetings and new 

issues/recommendations are raised with all staff members at these meetings.  

 

The audit was advised that there has been no changes to the odour management 

procedures since the previous audit. 

2.1.5 Transfer Terminal Building  

The Odour Audit inspected the fixed metal plates retrofitted along the TTB 

breezeways in December 2013.  All metal plates were found to be intact and in good 

condition.  All doors and roller shutters of the TTB were found to be shut at the time of 

the Odour Audit, reducing the likelihood of odour impacts detected offsite.  Similarly, 

the louvers on the end walls of the TTB were observed to be permanently shut.  
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2.1.6 Truck Entrance Plastic Strips 

The truck entrance strips of the TTB, used to reduce odour escaping through the 

opening, were found to have been replaced with a new strip installation since the last 

Odour Audit.  The Odour Audit did observe however that several of the new strips 

were missing, as highlighted in Photo 2.2.  The Site personnel did indicate that the 

missing strips will be rectified in due course.   

 

Photo 2.2 – New truck entrance strip installation as found on 29 May 2015 

The truck entrance trips continue to be an on-going maintenance issue (as found in 

previous audits) that is constantly being managed by Site personnel.  This will be the 

status quo until a suitable engineering modification is found and implemented to 

prevent the entrance strips from falling.  

2.1.7 Smoke Testing 

As per previous audits, smoke testing was carried out within the TTB to assist in 

determining the effectiveness of the forced air extraction system, as well as the extent 

to which the TTB has been sealed from leaks.  Smoke was released from within the 

building from three (3) different points within the TTB.  Figure 2.1 shows the three 

points where the smoke was released.  These are identical locations to that of 

previous Odour Audits.  Photo 2.3 shows smoke testing at one of the test locations on 

29 May 2015.   

 

Truck entrance strips missing 
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Truck Entrance

#1

#2

#3

Front-end 
Loader

 

Figure 2.1 - Smoke testing release points within the TTB 

 

 

 

Photo 2.3 – Smoke testing within the TTB on 29 May 2015 
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2.1.7.1 Smoke Testing Results 

Smoke Testing Point #1  

As per the previous audit, smoke released at this point initially rose gradually moving 

towards the truck entrance before rising to the roof and moving slowly towards the 

extraction system.  Visible smoke extraction at the overhead capture points was 

evident during the smoke testing. 

Smoke Testing Point #2 

Smoke released at this point revealed a similar result to smoke testing point #1. 

Smoke Testing Point #3 

Smoke released at this point revealed a similar result to smoke testing point #1. 

Given the fact that no odour complaints have been received by the Site since March 

2012 (as will be indicated in Section 2.2.1) and the good FAOA survey results (as will 

be indicated in Section 2.3.1), there is no evidence to suggest that the smoke testing 

results observed in this Odour Audit pose any cause for concern regarding significant 

fugitive odour emission release from the TTB.  

2.1.8 Stormwater Retention Pond 

The auditor observed that there was no effluent in this pond at the time this Odour 

Audit was carried out (see Photo 2.4).   

 
Photo 2.4 – Stormwater retention pond on 29 May 2015 
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There was no odour detectable during the Odour Audit visit that could be linked 

directly back to the stormwater retention pond. 

2.2 ODOUR COMPLAINTS HANDLING AND METEOROLOGICAL DATA 

2.2.1 Odour Complaints Handling 

As advised by the Site Manager, there have been no complaints recorded in the site 

complaints register since March 2012. 

2.2.2 Meteorological Data 

The meteorological data provided to the Odour Audit for the period from 16 November 

2014 and 31 May 2015 was inspected and found to be in good order.  As found in 

previous Odour Audits, the observations were recorded in 15-minute intervals, and 

included all parameters necessary to develop a meteorological dataset for odour 

dispersion modelling.   

As indicated in the regularly service documents by Hydrometric Consulting Services 

(HCS) supplied by Veolia to the Odour Audit, the weather station continues to remain 

located in an accessible area with the solar panel and components regularly cleaned, 

and installation sprayed regularly for insects and trimming of nearby vegetation as 

required to ensure no overgrowth immediately around the weather station pole.   

2.2.2.1 Weather station sensor issues 

As outlined in the previous audit, issues with the wind speed and direction sensor 

were identified in the service log reports by HCS.  On 25 March 2015, these issues 

were rectified by the installation of a new wind speed and direction sensor by HCS.  

The sensor was tested for correct operation.  

2.2.2.2 Weather station datalogger issues 

The weather station datalogger failed on two events, including: 

1. Event 1: 23/03/2015 to 25/03/2015 till 1145 hrs; and 

2. Event 2: 28/03/2015 to 07/04/2015 till 0900 hrs. 

It is understood from email correspondence to Veolia from HCS (see Appendix B) 

that the logger had approached its end of use life and likely being affected by ingress 

of moisture.  This has resulted in the datalogger becoming unreliable, leading to the 

loss of data on the two aforementioned events.  As such, the datalogger has now 

being replaced and in working order (as indicated by the supplied meteorological 

data).  



                                                    THE ODOUR UNIT PTY LTD 

 

 VEOLIA (AUSTRALIA) PTY LTD 

CLYDE WASTE TRANSFER TERMINAL – ODOUR AUDIT XXV 
8 

 

The weather data calibration and service reports by HCS are appended as Appendix 

B. 

2.3 FIELD AMBIENT ODOUR ASSESSMENT METHODOLOGY 

At present, no Australian Standard exists for field based ambient odour assessment 

surveys.  Consequently, TOU utilises a method for assessing the ground level impacts 

of odour emissions using a modified version of the German Standard VDI 3940 (1993) 

– ‘Determination of Odorants in Ambient Air by Field Inspections’.   

Field based ambient odour surveys are considered a valuable odour impact 

assessment tool as previous experience with ambient odour sampling and subsequent 

olfactometry testing suggests that accurate and useful ambient odour concentration 

data is difficult to obtain.  Therefore, TOU has adopted a more practical approach 

based on the field measurement of odour intensity.  With this method, calibrated and 

experienced odour specialists traverse the downwind surrounds of odour sources in a 

strategically mapped pattern, assessing the presence, character and intensity of any 

odours encountered and recording these observations along with wind speed and 

direction.  

An ambient odour assessment was performed on 29 May 2015 between 1603 hrs – 

1720 hrs.  The FAOA survey was undertaken at strategic locations, both on-site and 

off-site.  The ambient odour assessment focus was off-site, as required by the 

Conditions of Consent on “…..nearby commercial and residential areas…..” (Section 

48 (f)).  The TOU assessor firstly determined the wind direction using a compass and 

then assessed downwind locations of the TTB.    

The assessors spent a few minutes at each assessment location in order to gauge the 

effects of any odour impact.  If an odour was detected at a location, the assessors 

attempted to characterise it.  The general aim was to determine the extent of the 

impact of odours off-site and rank their intensity.  The ranking scale for the German 

Standard VDI 3940 ‘Determination of Odorants in Ambient Air by Field Inspections’ 

was used for the intensity assessments.  The standard’s ranking system is based on 

the following seven-point intensity scale, as shown in Table 2.1. 
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2.3.1 Field Ambient Odour Assessment - Results 

The results from the FAOA survey conducted during the Odour Audit found that no 

odours were detected off-site that could be linked back to the Transfer Terminal 

Station and its on-site activities.  The field log sheets and visual survey plot have been 

attached as Appendix C. 

 

Table 2.1 - VDI 3882 Odour Intensity Categories  

Odour Strength 
Intensity Rank 

(code) 

TOU Interpretation 

(meaning) 

Not detectable 0 No odour detected 

Very weak 1 
Odour detected but not strong enough to be 

characterised 

Weak 2 
Odour is weak but just able to be 

characterised 

Distinct 3 
Odour is clearly distinct and easily 

characterised 

Strong 4 Strong odour detectable 

Very Strong 5 
If offensive, observer may consider moving 

from the area 

Extremely Strong 6 
Odour is sufficiently over-powering that 

assessor moves from area 
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3 RECOMMENDATIONS/FOLLOW-UP ACTIONS 

3.1 PREVIOUS AUDIT ACTIONS 

The following is the previous audit actions and subsequent responses: 

 Odour Audit Action #1: The missing truck entrance strips should be rectified 

in due course.  

Response #1: The missing truck entrance strips were rectified as advised by 

Site personnel. 

 Odour Audit Action #2: Follow-up with HCS suggestion to replace the 

potentiometer and bearings in the wind direction sensor and the bearings in the 

anemometer. 

Response #2: As indicated in the calibration and service reports in this Odour 

Audit, this replacement was carried out by HCS (see Appendix B). 

3.2 TRANSFER TERMINAL BUILDING 

All metal plates were found to be intact and in good condition.  All doors and roller 

shutters of the TTB were found to be shut at the time of the Odour Audit, reducing the 

likelihood of odour impacts detected offsite.  Similarly, the louvers on the end walls of 

the TTB were observed to be permanently shut.  Overall, the TTB was found to be 

well managed. 

Based on the findings in this Odour Audit, the following action/s should be undertaken: 

 Odour Audit Action #1: The missing truck entrance strips should be rectified 

in due course and regularly inspected by Site personnel.  

3.3 COMPACTOR AREA 

The general house-keeping around this area was observed to be of high quality, with 

no evidence to suggest otherwise.  As with previous Odour Audits, the container 

compacting/train packing area had a weak to distinct odour that was intermittently 

detectable but was found to be confined to this area only.  

Based on the findings in this Odour Audit, the following action/s should be undertaken: 

 No further action is required at this stage. 
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3.4 ODOUR EXTRACTION SYSTEM 

The service logs indicate that all required maintenance works on the odour extraction 

system since the last Odour Audit is being adequately undertaken and the system is 

operating as required.   

Based on the findings in this Odour Audit, the following action/s should be undertaken: 

 Odour Audit Action #2: It is recommended that the stack velocity should be 

measured prior to the next audit. 

3.5 WEATHER STATION 

The calibration and service reports from HCS indicate that all maintenance to the 

weather station and required calibrations were being carried out as required.   

Based on the findings in this Odour Audit, the following action/s should be undertaken: 

 No further action is required at this stage. 

3.6 FIELD AMBIENT ODOUR ASSESSMENT SURVEY 

The results from the FAOA survey conducted during the Odour Audit found that no 

odours were detected off-site that could be linked back to the Transfer Terminal 

Station and its on-site activities. 

3.7 CONCLUDING REMARK 

Overall, this Odour Audit found that the operation and maintenance of the odour 

management system at the Site was satisfactory.  There was no evidence to suggest 

that significant fugitive odour emission release from the Site is occurring.  

The next Odour Audit is due in November 2015. 
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Appendix B –  

Weather Data Calibration Reports 

(4 September – 21 May 2015) 

 

 



Hydrometric Consulting Services Pty Ltd 
ABN 16 091 437 071 

27 November 2014 
Stephen Bernhart 
Environmental Monitoring Officer 
Veolia Environmental Services 
 
Re – Quarterly service of weather stations 
 
Dear Stephen, 
As per our service agreement, on the 26/11/14 HCS undertook the service, 
calibration and maintenance of the weather stations located at the Horsley 
Park and Clyde sites. Field readings were obtained by a combination of a 
Kestral 3500, compass, Monitor Solar Radiation field unit and HS TBRG 
calibration device. Details are as follows 
 
Horsley Park 26/11/14 
Sensor Actual (field) Logger 
Temperature – 10m* 22.0 20.7 
                          2m* 22.0 21.0 
Relative Humidity* 54 56.8 

Wind Speed 1.0 at ground 1.0 at 10 metres 
Wind Direction 40 40 
Solar Radiation 400 0 
TBRG 10mm 20 tips 
Battery/Solar 13.4/19.1  

 
* Note 1: field reading is not inside the radiation shield 
 
Note 2: ignore rainfall tips logged at approximately 0900 EST as these 
were testing. 
 
Note 3: the site was polled prior to the visit and was operating 
satisfactorily. 
 
Note 4: the solar radiation sensor was recording 0 watts per square 
metre when the actual reading was 400. It appears the sensor is faulty. 
 
Note 5: the start threshold of the wind speed anemometer appears to 
be a little high as it takes a wind speed of about 0.8 m/sec to start it 
spinning. Once spinning it appears to be accurate. It is 
recommended its performance be monitored with the view of 
replacing the bearings in the future. 

 
Additional Items 

1. Solar panel and components cleaned. 
2. Installation sprayed for insects. 



Clyde 26/11/14 
Sensor Actual (field) Logger 
Temperature – 10m* 24.5 21.9 
                          2m* 24.5 22.0 

Relative Humidity* 57 59.0 
Wind Speed 1.5 at ground 1.8 at 10 metres 
Wind Direction 7 7 
Solar Radiation 450 350 
TBRG 10mm 21 tips 
Battery/Solar 13.3/20.3  

 
* Note 1: field reading is not inside the radiation shield 
 
Note 2: ignore rainfall tips logged at approximately 1100 EST as these were 
testing. 
 
Note 3: the solar radiation sensor was reading low and requires cleaning. This 
will be undertaken when the wind sensors are serviced. 
 
Additional Items 

1. Installation sprayed for insects. 
2. Vegetation did not require trimming. 

 
Both sites are now polled weekly by HCS and data is downloaded and 
available on the HCS website. 
 
Should you require any further information on this report please do not 
hesitate to contact me on 0402 134 092. 

 
Glen Murphy 
 
 
 
 
 
 
 
 
 
 
 

 
           Hydrometric Consulting Services Pty Ltd 

2 Autumn Place      44 Colo Rd 
Guildford NSW 2161     Colo Vale NSW 2575 

Tele 98924588 Fax 98924599     Tele 48895102  Fax 48895103 
Email glenmurf@ozemail.com.au    Email steves@mitmania.net.au 
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Hydrometric Consulting Services Pty Ltd 
ABN 16 091 437 071 

18 February 2015 
Stephen Bernhart 
Environmental Monitoring Officer 
Veolia Environmental Services 
 
Re – Quarterly service of weather stations 
 
Dear Stephen, 
As per our service agreement, on the 18/02/15 HCS undertook the service, 
calibration and maintenance of the weather stations located at the Horsley 
Park and Clyde sites. Field readings were obtained by a combination of a 
Kestral 3500, compass, Monitor Solar Radiation field unit and HS TBRG 
calibration device. Details are as follows 
 
Horsley Park 18/02/15 
Sensor Actual (field) Logger 
Temperature – 10m* 28.0 25.0 
                          2m* 28.0 27.0 
Relative Humidity* 77 75 

Wind Speed 1.0 at ground 1.1 at 10 metres 
Wind Direction 160 160 
Solar Radiation 670 0 
TBRG 10mm 20 tips 
Battery/Solar 13.1/19.0  

 
* Note 1: field reading is not inside the radiation shield 

 
Note 2: ignore rainfall tips logged at approximately 0810 EST (0910 DST) as 
these were testing. 

 
Note 3: the solar radiation sensor was recording 0 watts per square 
metre when the actual reading was 670. It appears the sensor is faulty. 

 
Note 4: the start threshold of the wind speed anemometer appears to be 
a little high as it takes a wind speed of about 0.8 m/sec to start it 
spinning. Once spinning it appears to be accurate. It is recommended its 
performance be monitored with the view of replacing the bearings in the 
future. 
 
Additional Items 

1. Solar panel and components cleaned. 
2. Installation sprayed for insects. 

 
 
 



Clyde 18/02/15 
Sensor Actual (field) Logger 
Temperature – 10m* 29.0 28.0 
                          2m* 29.0 30.0 

Relative Humidity* 41 39 
Wind Speed 1.5 at ground (poor 

exposure at ground) 
2.3 at 10 metres 

Wind Direction 90 88 
Solar Radiation 980 920 
TBRG 10mm 21 tips 
Battery/Solar 13.3/20.3  

 
* Note 1: field reading is not inside the radiation shield 
 
Note 2: ignore rainfall tips logged at approximately 1130 EST (1230 DST) as 
these were testing. 
 
Note 3: the solar radiation sensor was reading low and requires cleaning. This 
will be undertaken when the wind sensors are serviced. 
 
Additional Items 

1. Installation sprayed for insects. 
2. Vegetation and grass slashed. 

 
Both sites are now polled weekly by HCS and data is downloaded and 
available on the HCS website. 
 
Should you require any further information on this report please do not 
hesitate to contact me on 0402 134 092. 
 

 
Glen Murphy 
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2 Autumn Place 
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Hydrometric Consulting Services Pty Ltd 
ABN 16 091 437 071 

 
 

1 April 2015 
 
 
Stephen Bernhart 
Environmental Monitoring Officer 
Veolia Environmental Services 
 
Re – Clyde Weather Station 
 
Dear Stephen, 
 
On 25th March the Clyde site was visited for the purpose of installing a new 
wind speed and direction sensor. 
 
The RM Young Sensor model 03002 was installed, interfaced to the logger 
and tested for correct operation. 
 
 
 

 
Glen Murphy 
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7/6/2015 Corporate Mail ­ Faulty datalogger at Clyde

https://mail.google.com/mail/ca/u/0/?ui=2&ik=b1e30c16a2&view=pt&search=inbox&msg=14cb1393df538add&siml=14cb1393df538add 1/2

Bernhart, Stephen <stephen.bernhart@veolia.com>

Faulty datalogger at Clyde
Glen Murphy <glenmurf@ozemail.com.au> 13 April 2015 at 15:20
To: "Bernhart, Stephen" <stephen.bernhart@veolia.com>

Hi Stephen,

 

Re: the Clyde Data logger failure.

 

The logger failed on 2 occasions. The first time, data was lost from 23/03/15 1130 to 25/03/15 1145.

 

The second time data was lost from 28/3/15 1515 to 7/4/15 0900.

 

On both occasions the logger locked up and had to be power cycled to reboot.

 

This logger has been installed for approaching 10 years and it was decided after talking to Craig to replace
the logger with a new model CR800.

 

In the past the cabinet had been subjected to moisture ingress from humidity created from the adjacent
dense vegetation on the fence. It is highly likely that this moisture has finally caused the logger to become
unreliable.

 

The new logger will also provide a better platform for the SMS rainfall alarm transmission.

 

 

 

Regards,

 

Glen Murphy

 

0402134092
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From: Bernhart, Stephen [mailto:stephen.bernhart@veolia.com] 
Sent: Monday, 13 April 2015 10:17 AM
To: Glen Murphy
Cc: Craig Doorey
Subject: Faulty datalogger at Clyde

[Quoted text hidden]
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Hydrometric Consulting Services Pty Ltd 
ABN 16 091 437 071 

21 May 2015 
Stephen Bernhart 
Environmental Monitoring Officer 
Veolia Environmental Services 
 
Re – Quarterly service of weather stations 
 
Dear Stephen, 
As per our service agreement, on the 20/05/15 HCS undertook the service, 
calibration and maintenance of the weather stations located at the Horsley 
Park and Clyde sites. Field readings were obtained by a combination of a 
Kestral 3500, compass, Monitor Solar Radiation field unit and HS TBRG 
calibration device. Details are as follows 
 
Horsley Park 20/05/15 
Sensor Actual (field) Logger 
Temperature – 10m* 16 16.4 
                          2m* 16 15 
Relative Humidity* 87 93 

Wind Speed 0.5 at ground 0.65 at 10 metres 
Wind Direction 300 300 
Solar Radiation  Not Working 
TBRG 10mm 20 tips 
Battery/Solar 13.2/16.4  

 
* Note 1: field reading is not inside the radiation shield 

 
Note 2: ignore rainfall tips logged at approximately 0815 EST as these were 
testing. 

 
Note 3: the solar radiation sensor is faulty. 

 
Note 4: the start threshold of the wind speed anemometer appears to be 
a little high as it takes a wind speed of about 0.5 m/sec to start it 
spinning. Once spinning it appears to be accurate. It is recommended its 
performance be monitored with the view of replacing the bearings in the 
future. 
 
Note 5: the orientation of the wind sensor cross-arm was found to be 
pointing about 10 degrees east of north. The orientation sets the north 
point of the sensor. This was brought about by the mast be bent as a 
result of previous damage.  
 
It is recommended that the mast be repaired, the wind sensor re-
orientated and the solar radiation sensor replaced. 



 
Additional Items 

1. Solar panel and components cleaned. 
2. Installation sprayed for insects. 

 
 
 
Clyde 20/05/15 
Sensor Actual (field) Logger 
Temperature – 10m* 23.0 22.8 
                          2m* 23.0 22.8 

Relative Humidity* 59 55 
Wind Speed 0.8 at ground (poor 

exposure at ground) 
1.5 at 10 metres 

Wind Direction 320 320 
Solar Radiation 550 530 
TBRG 10mm 21 tips 
Battery/Solar 13.4/20.5  
 
* Note 1: field reading is not inside the radiation shield 
 
Note 2: ignore rainfall tips logged at approximately 1230 EST as these were 
testing. 
 
Note 3: the rain gauge catch was blocked with dirt, debris and bird excrement. 
The gauge was completely cleared. 
 
Additional Items 

1. Installation sprayed for insects. 
2. Vegetation and grass trimmed. 

 
Both sites are now polled weekly by HCS and data is downloaded and 
available on the HCS website. 
 
Should you require any further information on this report please do not 
hesitate to contact me on 0402 134 092. 
 

 
Glen Murphy 
 
 

 
           Hydrometric Consulting Services Pty Ltd 

PO Box 3332 
Putney NSW 2112 
Mob 0402 134 092 

Email glenmurf@ozemail.com.au 
 

www.hydrometric.com.au 



 

 

 

 

 

Appendix C – 

Field Ambient Odour Assessment Plot and 

Field Log Sheets 

(29 May 2015) 

 



                M.ASSAL     06/07/2015

            N1473L

    
      N1473-XXV

TITLE Plot No.

Job No.

               M.ASSAL   07/07/2015

DRAWN BY

               A.SCHULZ     07/07/2015

APPROVED

CHECKED   

DESCRIPTION

0 Not detectable

1 Very weak

2 Weak

3 Distinct

4 Strong

5 Very strong

6 Extremely strong

LEGEND

Field Ambient Odour 

Assessment Survey

Modified German Standard 

VDI 3940

THE ODOUR UNIT PTY LTD

Bay 4 Suite 3011 Australian Technology Park

 2 Locomotive Street

EVELEIGH, NSW 2015

Phone: (02) 9209 4420 – Fax: (02) 9209 4421

www.odourunit.com.au

German Intensity Scale VDI3882

Survey Date: 29 May 2015

Survey Time Period: 1603 hrs – 1720 hrs

Veolia (Australia) Pty Ltd

Clyde Transfer Terminal, Clyde, NSW

Field Ambient Odour Assessment Survey

Odour Audit XXV

Field Ambient Odour 

Assessment Survey

VES Clyde Transfer 

Terminal Facility
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THE ODOUR UNIT PTY LTD 

 

 
Bay 4 Suite 3011 

Australian Technology Park 
2 Locomotive Street 

EVELEIGH, NSW 2015 

 
Phone:      +61 2 9209 4420 
Facsimile: +61 2 9209 4421 
Email: info@odourunit.com.au 
Internet: www.odourunit.com.au 
ABN: 53 091 165 061 

 

The Odour Unit Pty Ltd Veolia (Australia) Pty Ltd 
Clyde Waste Transfer Terminal – Odour Audit XXV 

1 
Field Ambient Odour Assessment Log Sheet  
  
 

Field Ambient Odour Assessment Log Sheet  
 

Date: 29 May 2015 

 

                   Assessor: M. Assal 

 

                                     Weather Conditions: Calm conditions (< 1 m/s) 

 

Survey Reference Plot No: 1473-XXV 

GRIF REF. 

POSITION 

TIME 

(hrs) 

WIND 

DIRECTION 

WIND 

SPEED 

(m/s) 

ODOUR 

PRESNT 

(Y/N) 

ODOUR 

CHARACTER 

VDI 3940 

INTENSITY 

SCALE 0-6 

COMMENTS 

1 1603 CALM < 1 N -- 0 

- On-site: western corner of the Site 

- Slight musty, stagnant water odour 

detected, likely from the nearby creek. 

2 1638 CALM < 1 N -- 0 - Off-site 

3 1641 CALM < 1 N -- 0 - Off-site 

4 1644 CALM < 1 N -- 0 - Off-site 

5 1647 CALM < 1 N -- 0 - Off-site 

6 1652 CALM < 1 N -- 0 - Off-site 

7 1656 CALM < 1 N -- 0 - Off-site 

8 1706 CALM < 1 N -- 0 - Off-site 

9 1713 CALM < 1 N -- 0 - Off-site 

10 1716 CALM < 1 N -- 0 
- Off-site, some localised cooking-based 

odour detected 

11 1720 CALM < 1 N -- 0 - Off-site 
 

mailto:info@odourunit.com.au
http://www.odourunit.com.au/

